teopal ﬂ

Tehtdvdnd tarkkuus.

~Precisa
Precisan WeightTransfer

Siirra painolukema Precisa-vaa’astasi suoraan
sovellusohjelmaasi

Lataa WeightTransfer ohjelma Precisan kotisivulta https://www.precisa.com/support
kohdasta Tools & Drivers
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PreCISG HOME PRECISA PRODUCTS SERIES NEWS SUPPORT
A THE BALANGCGE QF QUALITY
Tools, Drivers, ...
Tools, Drivers, ... Notes | Brochure | Manual | Quickstart | Software/File
Universal Download-Tool: 4|
<[>
USB Driver for Windows: A
<>
prepDATA, PC Software for prepASH 340 Series: ' 4( /)
Channelizer for IP (Ethemet) and COM (RS232): d{/}
WeightTransfer, Interface fo Windows: , || d{ >

Asenna ohjelma ... seuraa asentamisen kuluessa asennusohjeita.

Aseta WeightTransferin Interface-asetukset samoiksi kuin ne ovat Precisa-vaa’assasi.
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Valitse desimaalipilkku vai desimaalipiste.
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File Interface Options About File Interface Format | Options | About
rCommand, G __| Pecimal - Point } ~Command, CTS 0. 0-| ¥ ]| Forward !

o I F12 for Print I A
[ Response: ~Response:

Aktivoi tiedon siirto suoraan sovellukseen kursorin paikalle.

Valitse Forward jolloin lukema siirtyy automaattisesti sovellusohjelmaan kursorin kohdalle.
Kopio tulostusarvosta jaa aina Response-osioon.
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